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800mm wide  
 

Server Racks 
 

For the Data Centre 

Data Centre  
Solutions & Services 

 

understanding the data centre requirement for 

racks, power, environmental monitoring, access  

control & all your remote monitoring needs 
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800mm Wide NetArc® Server Racks 

The Over IP Group NetArc server rack is re-shaping the way the IT market looks at a 

server racks in the 21st century. Inspired by some of the top industry leading IT & Facility 

Managers in Australia, these enclosures are designed to meet future applications with 

the forever changing trends in the data centre, broadcasting, network management and 

audio visual markets. 

We have a strong impact & dedicated focus on what cooling, power distribution, CREMS 

and cable management should provide to each user application and constantly strive to 

better understand and implement the best solution for your mission critical equipment. 

 

 

  

Removable Panel Zone 

 - Add fan units 

 - Chimney 

 - Perforated panels 

Tooless Adjustable Rails 

 - Infinite Adjustable 

 - Steel Wing Knob Access 

 - High grade L-style mtg 

Curved Perforated Door 

 - Curved for high air flow 

 - 3 pint locking system 

 - High Strength Integrity 

 

Split Perforated Door 

 - 3 point locking system 

 - High Perforation Zones 

 - Rubber Seal Protection 

 

Tooles Mounting 

 - Mounting of PDUs 

 - Mounting of cable managers 

 - 5 seconds per device 

 - Mounting in up to 24 areas 

 
Intelligent Monitoring 

 - Metered/Switched PDUs 

 - EMS Monitoring 

 - Email/SNMP/SMS 

 

Brush Seal Cable Entry 

 - 4 x entry zones 

 - Protected by brush seals 

 - High Cable Entry Zones 

  

Internally Secured Top 

 - Tooless Top Cover 

 - Spring Loaded 

 - Internally accessed 

  

Brush Entry Zones 

 - Restrict bypass air  

 - Dedicated cable entries 

 - High density zones in up  

    to 28 areas 

 

Mounting  

 - Lasered ID labelling 

 - Multiple ID Label Zones 

 - Multiple mounting zones 

for baskets, overhead cable 

trays, etc. 

Recessed Caster Wheels 

 - Ease of mobility 

 - Adjustable stabilisers 

 - Even load capacity 
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1. Reduce energy costs up to 20% 

2. Increase efficiency in the rear of your server rack by up to 12°C 

3. Up to 50% more cabling capacity 

4. Save up to 65% of your time when configuring you server rack 

5. Eliminate loss of air flow  

 

  

1. On time delivery 

2. Pre configured racks turning up the way you ordered them 

3. Onsite installation to the computer room floor 

4. Stock availability quickly 

5. After sales service & support 

6. Detailed documentation outlining what you will receive 

7. Efficiency in a company that continuously improves the team and products 

8. Quality in workmanship and a belief to better the IT environment 

 

 

19” Mounting Standards:  

Dimensions that are critical in ensuring compatibility between server racks & panel/equipment 

mounting. Compliance with centre to centre hole mount dimensions, vertical and horizontal spacing.  

 ANSI & EIA: RS-310-D 

 IEC297-2 

 DIN41494 : PART 1 

 DIN41494: PART 7 Standard 

 
 Signal Black 

 Silver Grey 

 Light Cream/Beige 

 Pure White 
*Other provided on request 

Load Capacity 

 Static    = 1500kg 

 Dynamic   = 1000kg 
 

 Material 

 Panels    SPCC cold rolled steel 

 19” mounting rails  = 2.0mm 

 Frame    = Up to 4.5mm 
 

Surface Finishes 

 Frame   Degreasing, phosphoric, dip-coat primed, powder coated black or grey 

 Other Panels  Degreasing, phosphoric & powder coated black or grey 

Available Sizes 

 Heights   22U, 27U, 32U, 37U, 42U, 47U, 52U, 57U 

 Widths (mm)     600, 800, 900, 1000, 1200 

 Depths (mm)    300, 450, 600, 800, 1000, 1100, 1200, 1300 

Door Options   Curved Perforated, Split Perforated, Glass (IP55 sealed), Solid Steel 

Side Panel Options  Dual Swinging Side Panels, Perforated Side Panels, Custom cuts 

 

 

 
Do you want to: 

Do you have a need to: 

Specifications: 



 

 

PH: 02 8068 8141  |  FAX: 02 8084 9950  |  www.overip.com.au  |  info@overip.com.au  |  42 Princes Highway St Peters NSW 2044 

 

 

 

  
 

 

 

 

 

  

 

 

 

 
 

 

 

 

 

 

“Data Centre Solutions & Services” 

Phone:  

02 8068 8141 

Email: 

sales@overip.com.au 

Web: 

www.overip.com.au  

 

mailto:sales@overip.com.au
http://www.overip.com.au/

